MARTIN COUNTY BUILDING INSPECTIONS

P.O. BOX 668 305 E. MAIN ST.
WILLIAMSTON, NC 278392 _
PHONE: 252-792-6242 FAX: 252-792-7477

Requirements for manufactured housing set-up in Martin County
( Single wide, Double wide, Triple wide )

l. You must fill out a Manufactured Home application and return it to the inspections office along

with a copy of your septic tank permit or zonmg permit if it will be located within the city limits
of a town. -

2. Buy your electrical and set-up permits from the Building Iospectors Office.

3. Home must be blocked and tied down properly.

4. Water lmes must be connected to the septic tank or municipal system. Backflow preventer valves
and gate valves must be installed on the water line.

5. Sewer lines must be connected to the home and the septic or municipal system. (NO ABS AND
PVC PIPE FITTINGS MIXED)

6. Must be wired according to the National Electrical Code.

7. No wires are allowed to be attached to the chassis of the home unless they are in conduit and is
secured properly.

8. 911 addresses must be posted as 4 inch reflective lettering or on a reflective background visible
from the road or at the road in front of the dwelling.

9. Request for inspections should be done after everything is completed prior to the underpinning
teing installed. '
10. Requirements for steps are as follows:

L

11 EGRESS REQUIRENENTS

3.11.1 Egress — GCeneral Requirements

Faderal ceguladons requics chac sach maaufactursd home have a minimum of twe 2xzaricr 2ess doars that ars lo«;:a:ed
cemotely Som zach other. Whers any meass of ezrsss fom a magufactursd home, including sliding glass doars, s not
subsandally levet with grade, such difzreness in slevadon shall be negodated by sxics or camps which ars canswuctad e
accordancs wich Sectioas 3.11.2 and 3.1135. Landings shall comply with Secdon 3.11.4. Egress saiss, amps, and landings
shall te grovided and inscalled by the seiling garty unless specifically conaacted atierxise Sy the homeowner.

3.11.2 Exterior Steps and Stairways ’ ) =

3.11.2.1 General _

All sairs and landings construcsed in accardancs with this Codé stall te satrely seiszzarting unless designed and
agproved oy a regisier=d Eaginesr or Aschitect. Adequars bracing of stairxay and {andizg szucturss shall te grovided as
requirsd for laceral stabilicy. :

d

.11.2.2 Footings for Scairway and Lacding Structures : 3
All sugger £osts far axeetioc stirway nd landing sgucturss shall csston 2 minimuem 3T x 187 x4 thick concrets masonry °

3" x 15”7 x 5" thick soursd in slacs concrers foodng. The somom of such fomngs shall 32 Telow e Tost line gr 3 minumum

of 4" telow grads, whichever is groater.

3.11.23 Wideh . . , Lo T height
Sairwavs shall act se less than 36 inches (914 mm) ia clear widd. The minimum wicZ ¢ 2nd Selow e fancrad BeSE






